
Stoned Unturned Technical Rider 

Band Composition: 

• Lead singer (vocals only) 

• Guitarist 1 (guitar, no vocals) 

• Guitarist 2 (guitar, no vocals) 

• Bassist (bass guitar, no vocals) 

• Drummer (drums, sample pad, and back-up vocals) 

Vocals 

Band Member Equipment Inputs required 

Lead singer 1 vocal mic and stand 1 XLR input 

Drummer 1 vocal mic and stand 1 XLR input 
 

Instruments 

Band Member Equipment Inputs required 

Lead Guitarist QUAD Cortex modeler w/ 
direct XLR out 

1 XLR input 

Rhythm Guitarist EVH 5150 40W 1X12 Combo 1 speaker mic, 1 XLR input 

Bass Guitarist Fender Rumble 100 w/ direct 
XLR out 

1 XLR input 

 

Other 

Band Member Equipment Inputs required 

Drummer Alesis sample pad (mounted 
to hi-hat) 

1 XLR input 

 

Drums 

Drums Cymbals 

1 snare 1 pair of hi hat (left) 

1 rack tom 1 crash (left) 

2 floor toms 1 crash ride (right) 

1 kick w/ mic port 1 FX bell (right) 

 1 china (right) 
 


